DESCRIPTION: FTTx Drop Cable
The cable consists of coloured 250 um fibres; the

jacket is made from the FR-LSHF compound. Two

FRP members are embedded in the jacket. Ideal for

indoor FTTH networks.

Nominal Fiber  Weight
Ordering Code Fiber Type Diameter mm Count  kg/km
g SM -I-DRPM-2(2x0,25)FFTH-DA1-BK G.652.D/G.657.A1 3,1x2,0 2 9.3
E SM -I-DRPM-2(2x0,25)FFTH-A1- BK G.657.A1 3,1x2,0 2 9.3
% SM -I-DRPM-2(2x0,25)FFTH-A2- BK G.657.A2 3,1x2,0 2 9.3
= SM -I-DRPM-2(2x0,25)FFTH-B3- BK G.657.B3 3,1x2,0 2 9.3
E SM -I-DRPM-2(2x0,25)FFTH-OM2- BK oM2 3,1x2,0 2 9.3
g SM -I-DRPM-2(2x0,25)FFTH-OM3- BK omM3 3,1x2,0 2 9.3
§ SM -I-DRPM-2(2x0,25)FFTH-OM4- BK OoM4 3,1x2,0 2 9.3
Q) FR-LSHF outer jacket ©  SM-I-DRPM-4(4x0,25)FFTH-DA1-BK  G.652.D/G.657.A1  3,1x2,0 4 9.5
é SM -I-DRPM-4(4x0,25)FFTH-A1- BK G.657.A1 3,1x2,0 4 9.5
S — Optical fiber § SM -I-DRPM-4(4x0,25)FFTH-A2- BK G.657.A2 3,1x2,0 4 9.5
m  SM-I-DRPM-4(4x0,25)FFTH-B3- BK G.657.B3 3,1x2,0 4 9.5
< FRP strength member E SM -I-DRPM-4(4x0,25)FFTH-OM2- BK ~ OM2 3,1x2,0 4 9.5
§ SM -I-DRPM-4(4x0,25)FFTH-OM3- BK OoM3 3,1x2,0 4 9.5
§ SM -I-DRPM-4(4x0,25)FFTH-OM4- BK om4 3,1x2,0 4 9.5
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